
All In Promotions  

Gut & Go Rules  

1. Any two wheel drive full size passenger car allowed.  

2. All vehicles must be stripped of all plastic, glass, headlights, 
taillights, and anything else that could fall oƯ onto the track during 
the show.  

3. All vehicles must remain stock. THE ONLY WELDING ALLOWED IS 
SPECIFIED IN THESE RULES.  

4. Bumpers must remain stock. Do not alter bumpers in any way. 
Factory bumper shocks must remain in the factory location. You 
may remove rear bumpers and shocks. There is no welding to be 
done on bumpers.  

5. You may move the battery to the passenger floor or seat. Please 
make sure the battery does not move.  

6. Factory tanks may be moved inside but completely secure. 
Aftermarket tanks may be used.  

7. All doors may be wired or chained in 6 places per vertical seam. 
Instead of wire or chain, you may weld 2-3x3x1/8” per vertical seam. 

 8. Trunks, hoods, and tailgates all may be wired or chained in 6 
places total. Sheet metal to sheet metal only. Nothing to frame or 
bumpers.  

9. You may run a 4 point “floating” cage. 4” or smaller diameter. 
Must be 4” above floor and transmission tunnel. Door bars max 62” 
long. You may run 2 2”x3”x1/4” down bars to the floor or top of frame 
per side.  



10. Driver’s doors only may have a plate welded to the outside or 
inside. This is for driver's safety.  

11. DOT tires only. Stock wheels only. All wheel weights must be 
removed. Only tubes and air are permitted inside of tires. No foam.  

12. Front window bars allowed. Must be 3” or smaller material  

13. Engine and transmission swaps are allowed. No high horse 
power engines. Factory motor mounts only. No cradles or braces 
whatsoever. This rule is strictly for the car that has been sitting for 
years and has no motor or locked up motor.  

14. Front bumpers maybe welded on. Bumper MUST be welded on 
the EXACT location it came from the factory. If we determine your 
bumper is not mounted in the exact factory manner, you will cut it 
oƯ. Factory bumpers for that exact make/model/year only. Should 
you choose to, we will allow a single piece of 4”x4”x3/16” tubing in 
place of factory bumper. Must remain flat and cannot have a point. 
Front only. The bumper may only be welded directly to where it was 
mounted from the factory on the vehicle in which you are running.  

15. Stock rearends only no bracing, stock control arms only. Stock 
leaf springs only, pinion brakes and slider drive shafts are ok.  


